Help for installing the Shift Beeper in a UK or other RHD S2000.

These photos were sent to me by a UK owner who installed our Shift Beeper in the “early days” of the
S2000. However, none of the photos were larger than 640 x 480 so it is difficult to read the text
provided by the owner. All of his original photos that are pertinent to the installation are in this
document, but because of the low resolution | have included the original jpg files for the images that
are most difficult to read. This will allow you to zoom in as much as you can to try and make out his
original notes.

If the original posting from the UK owner is still available on S2KI here is the link:
http://www.s2ki.com/forums/index.php?showtopic=258426
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MOTE: Standard batiery voltac
| Terminall Wire Colour |  Terminal Name | Description | Signal
|  Mo. | | | I
| i |  YELGEM | MTRTW | Sends ECT signal to ECT | With ignition switch ON (1) duty
| | I | gauge | contralled
| 2 | RED | SAYS (AR COMTROL | Dirives air contral valee | With air pump working: 0%
| | | WALVE) | | WAfith ignition switch O (1) © battery
| | | | | woltage
| B | EBEDVYEL | PCS(EVAR PURGE | Drives EVAP purge control | With engine running, engine coolant,
| | | CONTROL SOLERMOID | solenoid vale. | above 65°C {148°F}): duty controlled
| | | WALVE) | | With engine running, engine coolant,
| |

I I | below B5'C (149°F): battery voltage



